CONCRETE

6" THICK (RESIDENTIAL) OR , SLILUMINOUS DRIVEWAY
8” THICK (COMMERCIAL) 3 o = SENER2308
O O D aatSS 0 CLASS 5 AGGREGATE BASE

MATCH EXISTING CONCRETE OR
BITUMINOUS DRIVEWAY AT A
MINIMUM OF 2’ FROM BACK OF
CURB OR AS DIRECTED BY THE
ENGINEER. EXPANSION JOINT IF

CONCRETE CURB & CONCRETE DRIVEWAY OR AS
GUTTER AS SPECIFIED DIRECTED BY ENGINEER.
(SEE STANDARD .
PLATE CONC-1) R BACK OF T EXISTING

4 DRIVEWAY

4"—6" OF COMPACTED

PAVEMENT AS CLASS 5 AS SPECIFIED

SPECIFIED
SECTION I — VARIES = —————
MINIMUM 2.0
MATCH EXISTING CONCRETE OR
BITUMINOUS DRIVEWAY A MINIMUM
OF 2" FROM BACK OF CURB OR NOTES:
AS DIRECTED BY ENGINEER.
EXPANSION JOINT IF CONCRETE EXPANSION JOINT MATERIAL SHALL
DRIVEWAY OR AS DIRECTED BY BE CLOSED CELL POLYETHYLENE
ENGINEER.
MAXIMUM DRIVEWAY WIDTH SHALL
EXPANSION JOINT 7 NOT EXCEED 24’ UNLESS
BETWEEN NEW APPROVED BY ENGINEER

AND EXISTING
CURB
MATCH TO
EXISTING CURB
AT THIS POINT
o e N L g 2.0’ RADIUS
N \ EXPANSION JOINT
@Qﬁv R BETWEEN NEW
&S S A AND EXISTING
“ S / CURB
MATCH TO
SOMETRIC EXISTING CURB
ISOMETRIC | P ACE JOINTS AT THIS POINT
EVENLY ACROSS
DRIVEWAY
MAXIMUM DRIVEWAY WIDTH: 34’
. Cityak RESIDENTIAL / COMMERCIAL DRIVEWAY
STANDARD
Map]e Grove 2' APRON POURED INTEGRALLY PLATE #
CONC-9
CITY OF MAPLE GROVE ENGINEERING
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